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Description Cable Diameters Rated B.L.

An attractive jaw (clevis) type cable system in Typel 3mm to 10mm stainless steel. GS - Up to 1189KkN / 121240kg / 2672901
stainless and carbon steel offering increased level Type2 12mm to 26mm stainless steel. S - Up to 945kN / 96420kg / 212330Ib
adjustment. Type3  28.6mm to 36.3mm stainless

steel.8.1mm to 36.3mm galfan
coated carbon steel.
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Specific Features

« Fully adjustable cables offering increased adjustment with the inclusion of a turbuckle one
end.

« Type 1 and Type 2 cables have turnbuckles with moving parts of dissimilar metals to avoid
thread seizure under load.

« Type 1 and 2 cable end fittings have articulating (toggle) jaw ends offering adjustment in
two planes to accommaodate some cleat misalignment, and relieve stresses caused by
dynamic and cyclical loads.

« Type 3 cables have turnbuckles designed specifically for large diameter applications and are
manufactured to nominated design loads.

« All ends offer simple and easy connection with clevis and split pins.

« All tumnbuckles offer lock nuts to positively lock adjustment.

« A robust structural cable offering maximum adjustment.

« Can accommodate moderate dynamic loads.

« Type 1 and 2 cables can accommodate misalignment of the cleats of +/- 10 degrees.

Applications
« Suited to structural applications where maximum adjustment from a
single end is sought.
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% 28.6mm - 36.6mm (1.126" - 1.441") cables have non-articulating (fixed) jaw end fittings.
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** Cable length between fittings must be minimurm 50 times cable diameter (@) for 1x19 construction.
**Cable length between fittings must be minimum 70 times cable diameter () for 1x61 and 1x91 construction.
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