RONSTAN ACS4 CARBON STEEL CABLE 
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Description Cable Diameters Rated B.L.
A high tensile carbon steel cable for high load 21mm to 140mm Up to 2000kN / 2039430kg / 4496170lb
engineered applications. (available only in metric sizes)
Specific Features Applications
« Highest load capacity of Ronstan'’s Structural Carbon Steel Rods reducing the mass of your « Suited to engineered structural applications where minimal
structure with flow on benefits in transport and construction costs. elongation and cable behaviour are key design parameters.
« Fixed length cable of highest load capacity.
« Galfan coated carbon steel (inner round wires heavy galvanized). @ Back to Top
« Pre-stretched and manufactured to a nominated design load. © Material & Corrosion Protection Options
« Socketed end jaw fittings.

© ACS4 Range Details

Outer strands fully locked and profiled for highest cross sectional area, load capacity and
‘corrosion resistance.

High modulus of elasticity.

High resistance to deformation and surface pressure
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> ACS4-GFM21 21.0
> ACS4-GFM26 26.0
> ACS4-GFM31 31.0
> ACS4-GFM35 35.0
> ACS4-GFM40 40.0
> ACS4-GFM45 45.0
> ACS4-GFM50 50.0
> ACS4-GFM55 55.0
> ACS4-GFM60 60.0
> ACS4-GFM65 65.0
> ACS4-GFM70 70.0
> ACS4-GFM75 75.0
> ACS4-GFM80 80.0
> ACS4-GFM85 85.0
> ACS4-GFM90 90.0
> ACS4-GFM95 95.0
> ACS4-GFM100 100.0
> ACS4-GFM105 105.0
> ACS4-GFM110 110.0
> ACS4-GFM115 115.0
> ACS4-GFM120 120.0
> ACS4-GFM125 125.0
> ACS4-GFM130 130.0
> ACS4-GFM135 135.0
> ACS4-GFM140 140.0

Cable Construction
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*Cable length between fittings must be minimum 70 times cable diameter ().

**Due to pre-stressing and or differing weather conditions inner fillng may escape to the surface.

***Subject to technical modification.

55 Other sizes available upon request.

621
916
1,170
1,520
1,930
2,380
3,020
3,590
4,220
4,890
5,620
6,390
7,210
8,090
9,110
10,100
11,100
12,200
13,400
14,500
15,800
17,300
18,600
20,000

B.L
kg
41,290
63,320
93,400
119,300
154,990
196,800
242,690
307,950
366,070
430,320
498,640
573,080
651,590
735,210
824,950
928,960
1,029,910
1,131,880
1,244,050
1,366,420
1,478,580
1,611,150
1,764,100
1,896,670
2,039,430

B.L.
Ib.

91,040
139,600
205,920
263,020
341,710
433,880
535,040
678,920
807,060
948,690

1,099,310

1,263,420

1,436,520

1,620,870

1,818,700

2,048,000

2,270,570

2,495,370

2,742,660

3,012,440

3,259,730

3,551,980

3,889,190

4,181,440

4,496,170




