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Description Rod Diameters

A compact stainless rod system with optimal Up to 31.8mm (1.25") as standard.
aesthetics, efficiency and performance.

Specific Features
Minimalist design ensures compact neat details.

Easy adjustment of the rod from one end enables simple access and fast installation
reducing time on site.

Clean polished stainless steel finish to withstand the harshest environments.

Good strength to weight ratio allows the mass of your structure to be kept low while
minimising material and transport costs.

High corrosion resistance and low maintenance due to material choice decreases the life
cycle cost of the structure.

Range of surface finishes - #7 Polished and passivated (standard option), #4 Satin. Others
by request.

No exposed threads ensuring the sleekness' of the rod is carried through the entire system.

Lengths/Span
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Up to 3.6m (11.8) for 5 6.35-12.7mm (0.250"-0.500")
Up to 6.0mm (19.7) for ¢ 15.88mm-31.75mm (0.626"™-1.250") before

Joiners are required.

Mechanical
Properties

Minimum Yield Stress.

Minimum Breaking
Stress.

Minimum Elongation
Young's Modulus

06.35 - 9.5 mm
(£0.250 - 0.375 in)
340 N/mm2
(49,300 psi)

680 N/mm2
(98,600 psi)

30%

193 kN/mm?
(27,992 ksi)

0127 -31.8 mm
(£0.500 - 1.250 in)
257 N/mm2
(37,250 psi)

515 N/mm2
(74,690 psi)

30%

193 kN/mm?2
(27,992 ksi)
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Length
{ METRIC IMPERTAL
PRODUC Thread  Rod®  Adjust.+-  Vieldload  Vieldload  Vieldload Ult.Load Ult.Load  Ult.Load
N mm mm kN ko Ib. N ko Ib.
> ARS1A-SS-04 1/4" UNF 6.4 18 8.0 815 1,835 16.0 1,631 3,670
> ARS1A-SS-05 5/16 7.9 20 13.0 1,325 2,982 26.0 2,650 5,963
> ARS1A-SS-06 38 9.5 23 16.0 1,631 3,670 330 3,364 7,569
> ARS1A-SS-08 1/2 13 26 27.0 2,752 6,193 53.0 5,403 12,156
> ARS1A-SS-10 5/8" UNF 16 30 42.0 4,281 9,633 85.0 8,665 19,495
> ARS1A-SS-12 3/4" UNF 19 31 62.0 6,320 14,220 124 12,640 28,440
> ARS1A-SS-14 7/8" UNF 22 33 85.0 8,665 19,495 169 17,227 38,761
> ARS1A-SS5-16 1" UNF 25 32 110 11,213 25,229 220 22,426 50,459
> ARS1A-SS-20 11/4" UNF 32 32 178 18,145 40,826 356 36,290 81,651

* Larger diameters available by request.
** Lengths over 3.6m (12 ') require rod joiners mid span.
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