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Description Rod Diameters

Astainless rod solution for large diameter high load ~ M12 (0.472") to MS6 (2.205") as standard.
applications. Larger sizes available on request.
Specific Features

Attractive tapered nut and recognisable “tear drop” fork for a simple elegant style that will
not date.

Simple connection detail of pin and fork minimising installation time.

Satin finish stainless steel for a modern aesthetic. Other finishes available on request.
Large range of diameters available to allow consistent detailing throughout a project.
Austenitic material.
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Lengths/Span

Up to 6.0m (19.7ft) for o M12 - M16 (0.472-0.630in.)
Up to 7.5m (24.6ft) for o M20 - M42 (0.787-1.654in.)
Up to 6.0m (19.7ft) for o M48 - M56 (1.890-2.205in.)

before joiners/tumbuckles are required.

Mechanical Properties M12-M42
(0.472-1.654in.)

Minimum Yield Stress 520N/mm2
(75.400psi)

Minimum Breaking Stress 650 N/mmz
(94,300psi)

Minimum Elongation 19%

Young's Modulus 193 kN/mm?2

(27,992ksi)

Mag-M56
(1.890-2.205in.)
460N/mmz
(66,700 psi)
610N/mmz
(88,400 psi)
19%

193 kN/mm?
(27,992ksi)
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Thread Rod@  Adjust. +- Yield Load Yield Load Yield Load Ult. Load Ult. Load Ult. Load

mm mm kN kg Ib. kN kg Ib.
> ARS2-55M12 M12 1 15 44.0 4,485 9,888 55.0 5,607 12,360
> ARS2-55M16 Mi6 15 15 82.0 8,359 18,428 104 10,601 23,372
> ARS2-55M20 M20 18 15 127 12,946 28,541 162 16,514 36,407
> ARS2-55M24 M24 22 20 184 18,756 41,351 233 23,751 52,363
> ARS2-SSM30 M30 27 20 292 29,766 65,622 370 37,717 83,151
> ARS2-SSM36 M36 33 20 425 43,323 95,511 539 54,944 121,131
> ARS2-55M42 M4a2 39 25 583 59,429 131,019 740 75,433 166,302
> ARS2-55M48 Ma8 45 25 677 69,011 152,144 898 91,539 201,809
> ARS2-SSM56 M56 52 25 933 95,107 209,675 1,238 126,198 278,218

Joining Systems & Custom Components

*M36 - MS6 rods with lengths over 7.5m (24 7") require rod joiners mid span.
*Joiners or turnbuckles may be used if maximum rod length material s not available and. /or to reduce shipping costs or time.
X Where turbuckle required order: ARS2-SSoxTB.
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