

[bookmark: _GoBack]RONSTAN ARS4 520 CARBON STEEL RODS
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Description Rod Diameters Lengths/Span
An attractive carbon steel rod system of unparalleled ~ M12 (0.472") to M100 (3.940") Up to 6.0m (19.7) for o M12-M16mm (0.472"-0.630")
tensile strength Up to 12.0m (39.4") for o M20-M100 (0.787"-3.937")
before joiners are required
Specific Features Mechanical Properties m12 M16-M100
« Highest load capacity reducing the mass of your structure with flow on benefits in transport ) 0.630%3.040"
and construction costs. Minimum Yield Stress 355 N/mmz 520 N/mmz
« Large range of sizes to allow consistent detailing throughout a project. T @
. (ﬁi:::msed raw or primed finish allows for on site paint matching to structure colour and Miimum Breaking Stress GO GOl
. A:?ize tapered nut and recognisable “tear drop” fork for a simple elegant style that will e (Z?‘y'nm"s') ;Z‘:;jw ps)
. i Young's Modulus 205 kN/mm2 205 kN/mm2

« Simple connection detail of pin and fork minimising installation time.

« A fine grain micro alloyed carbon steel which is fully weldable. Ei=) 2]
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Thread Rod@  Adjust. +- Yield Load Yield Load Yield Load Ult. Load Ult. Load Ult. Load

mm ‘mm kN kg Ib. kN kg Ib.
M100 97 25 3,605 367,482 810,159 4,547 463,507 1,021,857
M12 12 15 300 3,058 6,742 52.0 5,301 11,686
Mi6 16 15 820 8359 18,428 102 10,398 2,923
M20 19 15 127 12,946 28,541 159 16,208 35,732
M24 2 20 184 18,756 41,351 229 23,344 51,464
M30 28 20 292 29,766 65,622 364 37,105 81,802
M36 3 20 425 43,323 95,511 531 54,128 119,333
Ma2 39 25 583 59,429 131,019 729 74,312 163,830
Mag 45 25 766 78,084 172,145 958 97,655 215,293
M6 52 25 1,056 107,645 237,317 1,320 134,557 296,646
M64 60 25 1,392 141,89 312,827 1,739 177,268 390,809
M76 72 25 1,999 203,772 449,239 2,528 257,69 568,123
M90 85 25 2,879 293,476 647,004 3634 370,438 816,676

Joining Systems & Custom Components

*M10 - M16 rods with lengths over 6.0m (19' 8") require rod joiners mid span.
*%M20 - M90 rods with lengths over 9.0m (29' 6) require rod joiners mid span.
**¥M100 rods with lengths over 11.95m (39 2") require rod joiners mid span.
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